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Plastic Housing Series

HPR £&%: EPF E£&IPFC PF>0.95
HPR Series: Active PFC PF #0.95

TAFEEE: 581
1: Leading Edge (Triac)

Dimming Type : 5in 1

Dimmable 1% sl 100%

IP30 CLASS 2
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2: Trailing Edge

3:0/1-10V  4:100K Resistor 5: PWM

=451 Product Features

o INRSTIEZEBRIMRIGIT, H RS
Mini rectangle plastic housing design, easy installation
o RALMIENER, HEKTENERBARFIRI
Compatible with 5 dimming modes, Convenient design of many dimming
lighting systems
o ZERIFFER. MM ERF
Multiple protections like short circuit&over-current &over-voltage protection.
o FEEIRZEIAUERNLE(ETL,SAA,CB,CE)
Global certifications optional like ETL, SAA, CB, CE,TUV
o BRE, K&, RIRSE
High efficiency&long lifespan&5 years warranty

o 5 Class 2 IPRAIFEE4R: IP30
Insulation Class:Class 2 IP protection level: IP30

o RAEHANEREEIRLE, PF>0.95
Built-in- active power factor correction, PF>0.95
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Voltage Range / HINEEE AC /100 ~ 130V ‘ AC /180 ~ 240VDC
Frequency Range / T{ESRi=E 47-63HZ
Power / IhZ 20W
Efficiency (>24V) / %% 86%
AC Current Max / BN 0.25A 0.13A
Input PF(Full Load) / ShEEEk () 0.98 0.96
PN Inrush Current / SRIEEER Cold Start 35A (Twidth=540ps Measured at 50% Ipeak) at 230V AC
Standby Power / f5#13h#E 0.3W Max 0.6W Max
Dimming Type / @# A0 Leading Edge(Triac) & Trailing Edge
Dimming Range / JA¥¢SEE 1%-100%
THD (Full Load) / SR AE (#HE) <15% <20%
Setup Time / BzhAdia] 0.5 0.2
Power / IHZE 20W
Rated Voltage / ZREEEE(V) 12V 24V 18-29V 30-42V 43-58V
Output Rated Current / §iE B2 (A) 1.5 0.83 0.8 0.5 0.4
S No-Load Voltage (Max.) / ZSEHHBE 30V 46V 60V
Ripple (Max.) / 80K <10%
Load Regulation / fa&iFAzE= +2.5% +1% +5%
Line Regulation/ £&MiFZES +1%
Operation Temperature/ TERE -30 ~+50 °c
Operation Humidity / TEZE 20 ~ 90% RH

Environment

Storage Temperature, Humidity / 12658 E, B

-40 ~+80 -, 10~ 95% RH

=
iR Vibration / EEh 10 ~ 500Hz, 2G 10min./1cycle, period for 60min. each along X, Y, Z axes
Safety Standards / RMtRE UL 1310,UL 8750,CSA C22.2#223,EN 61347-1,EN 61347-2-13,EN 62493, AS/NZS 61347.1
Insulation Strength / 464538 I/P-0/P:3.75KVAC
Sifety&EMC Insulation Resistance / 44 [ |/P-0/P:>100M Ohms / 500VDC / 25 °c / 70% RH
ZHEMC

EMC Emission / $@&¢F#t

Compliance to EN55015, EN61000-3-2 Class C(Load&A40%); EN61000-3-3;
GB17625.1, GB17743, EAC TP TC 020L

EMC Immunity / fiF#

Compliance to EN61000-4-2,3,4,5,6,8,11, EN61547, light industry level (Surge immunity
Line-Line 2KV), EAC TP TC 020

Other Efth

Size | R~

20W:99x37x19mm
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Power [ IhEE 20W
Size | R} | Cace/ 9M% L:99xW:37xH:19mm
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Dimmer Data/iYt£iE
120VAC/60Hz 220VAC/50Hz
NO. Brand/&h# Model/&S Dimming Range | NO. Brand/ &hg Model/ 85 Dimming Range
1 LUTRON CT-600P/600 8%-100% 4 DIGINET MEDM 1%-100%
2 LUTRON SCL-153P/150W 3%-100% 5 CLIPSAL 32ELEDM 5%-100%
3 LEVITON 6633-P/600W 3%-100% 6 ATOM At9303 15%-100%




20W / CV

20W /CC

20W / CV

20W /CC
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4: 100K Resistor 5: PWM

N Model: DR-CV-20-24
IN: 100-130VAC/0.25A
Freq: 47-63HZ PF>0.98

1: Leading Edge (Triac) 2: Trailing Edge 3: 0/1-10V “EP7|
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Gums HPR:Active PFC CLASS2 1P30 i

e TC:80C° TA:40C°
DIM-|

OUT: 24V/0.83A
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4: 100K Resistor 5: PWM

N Model: DR-CC-20-36
IN: 100-130VAC/0.13A
Freq: 47-63HZ PF>0.96

1: Leading Edge (Triac) 2: Trailing Edge 3: 0/1-10V “£°~|
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@ Guss HPR:ActivePFC  CLASS2 P30 5t ﬁ

o TC:80C° TA:40C°
DIM-|

OUT: 30-42V/0.5A
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4: 100K Resistor 5: PWM
Model: DR-CV-20-24
IN: 100-130VAC/0.25A

Freq: 47-63HZ
PF>0.98
o us
T:ijT <: (E inbertek
4004489

1: Leading Edge (Triac) 2: Trailing Edge 3: 0/1-10V £~

o TC:80C° TA:40C°
OUT: 24V/0.83A DIM-
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Guss HPR:Active PFC CLASS2 IP30 i

CAUTION: oM+
SUITABLE FOR DAMP
LOCATIONS Certified

to csa std, C22,2 No,223
Conforms to ULSTD, 1310
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4: 100K Resistor 5: PWM
Model: DR-CV-20-36
IN: 100-130VAC/0.13A

Freq: 47-63HZ
PF>0.96 @
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1: Leading Edge (Triac) 2: Trailing Edge 3: 0/1-10V “£°7|

- TC:80C° TA:40C°
OUT: 30-42V/0.5A DM~
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CAUTION: oiMe
SUITABLE FOR DAMP
LOCATIONS Certified

to csa std, C22,2 No,223
Conforms to ULSTD, 1310
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